
P10 ENERGISER 
This handy little energiser is ideal for light duty work with horses and ponies.  
It is also suitable for pheasant release pens and for domestic work such as 
keeping cats out of gardens and herons from fi sh ponds.  Powered by 2 x 
D-size 1.5v dry cell batteries. 

Max fence length: 800 m                                                                                                                                               

Stored energy:  0.05 joules

Max output energy: 0.04 joules

CODE:  140700                                                                               
3 year warranty

P30 ENERGISER WITH MOUNTING POST
A handy portable energiser for powering short strip grazing; for use with 
horses, ponies and domestic animals. This energiser uses either 4 x D-size 
1.5v dry cell batteries or a 12V rechargeable battery. 2 power options and 
on/off switch.

Max fence length where there is no vegetation:  1200 m                                                                                          
With some vegetation: 400 m          

Stored energy: 0.16 joules                                                                                                                                          
Max output energy: 0.12 joules

CODE: 140900      
3 year warranty 

  

P20 ENERGISER
A great value 9V dry-cell battery energiser, ideal for cattle and horse pastures. 
The compact design with integral carry handle is very useful in situations 
where the unit needs to be moved regularly.

Max fence length where there is no vegetation:  1400 m                                                                                        
With some vegetation: 500 m

Stored energy: 0.22 joules                                                                                                                                           
Max. Output energy: 0.17 joules

CODE:  141220                                                                                 
3 year warranty



P40 ENERGISER
An all-round 9V dry-cell battery energiser; ideal for cattle and horse pastures. 
Slow pulse mode, half/full power option, battery test, night-time energy saving 
mode, and a clearly visible rotary control switch.

Max fence length where there is no vegetation:  1900 m                                                                                             
With some vegetation:  750 m

Stored energy:  0.29 joules                                                                                                                                       
Max. Output energy:  0.23 joules

CODE:  141420                                           
3 year warranty

P60 ENERGISER
The most powerful energiser of the 9V dry-cell battery range with high 
performance for effective animal control. Fence/battery voltage indicator, slow 
pulse mode, night-time energy saving mode and half/full power option. This 
model will retain a high power even when there are signifi cant power losses.

Max fence length where there is no vegetation:  3 km                                                                                        
With some vegetation:  1.5 km

Stored energy:  0.43 joules                                                                                                                                       
Max. Output energy:  0.33 joules

CODE: 141620                                                                                       
3 year warranty

P1 ENERGISER
Multi-voltage energiser, ideal for short fences where there is little vegetation. 
Can be used with either mains or a 12volt battery. Pack includes 230V mains 
adaptor and 12V connector cables.

Typically used for the control of:  domestic animals.

Max fence length where there is no vegetation:  5 km                                                                                                 
With normal vegetation: 2 km                                                                                                                               

Stored energy:  0.7 joules                                                                                                                                           
Max output energy: 0.5 joules

CODE: 147110                                                                                                
3 year warranty



P2 ENERGISER
Multi-voltage energiser ideal for short fences where there is little vegetation; 
can be used with either mains or a 12volt battery. Pack includes 230V mains 
adaptor and 12V connector cables.

Typically used for the control of:  cattle and horses.

Max fence length where there is no vegetation: 10 km                                                                                                 
With normal vegetation: 3 km                                                                                                                               
With heavy vegetation:  1000 m

Stored energy:  1.4 joules                                                                                                                                           
Max output energy: 1.0 joules

CODE:  147210                                                                                                 
3 year warranty

P3 ENERGISER
Multi-voltage energiser ideal for fences where there is normal vegetation; 
can be used with either mains or a 12volt battery. Pack includes 230V mains 
adaptor and 12V connector cables.

Max fence length where there is no vegetation:  15 km                                                                                                 
With normal vegetation: 5 km                                                                                                                               
With heavy vegetation:  1500 m

Stored energy:  2.7 joules                                                                                                                                           
Max output energy: 2.0 joules

CODE:  147310                                                                                               
3 year warranty

P4 ENERGISER
Multi-voltage energiser for long fences where there is normal vegetation; 
can be used with either mains or a 12volt battery. Pack includes 230V mains 
adaptor and 12V connector cables.

Max fence length where there is no vegetation:  20 km                                                                                                 
With normal vegetation: 7.5 km                                                                                                                              
With heavy vegetation:  2.5 km

Stored energy:  4.5 joules                                                                                                                                        
Max output energy: 3.0 joules

CODE:  147410                                                                                            
3 year warranty



P5 ENERGISER
Multi-voltage energiser for long fences with heavy vegetation; can be used 
with either mains or a 12volt battery. Pack includes 230V mains adaptor and 
12V connector cables. Typically used for the control of:  cattle, horses and 
sheep.

Max fence length where there is no vegetation:  25 km                                                                                                 
With normal vegetation: 8.5 km                                                                                                                              
With heavy vegetation:  3 km

Stored energy:  6.4 joules                                                                                                                                   
Max output energy: 3.8 joules

CODE:  147500                                                                                          
3 year warranty

P1500 ENERGISER
Multi-function energiser with up-to-date technology for either mains or 
battery power supply. This energiser has 6 levels of control, a 5-step fence 
and battery condition monitor; supplied complete with 12V connector cable, 
230V mains adaptor and fence and earth connector set.

Typically used for the control of:  horses and cattle.

Max fence length where there is no vegetation:  10 km                                                                                                 
With normal vegetation: 3 km                                                                                                                               
With heavy vegetation:  1000 m

Stored energy:  1.4 joules.                                                                                                                                          
Max output energy: 1.0 joules

CODE:  142100                                                                                                  
3 year warranty

P2500 ENERGISER
Multi-function energiser with up-to-date technology for either mains or 
battery power supply. This energiser has 6 levels of control, a 5-step fence 
and battery condition monitor; supplied complete with 12V connector cable, 
230V mains adaptor and fence and earth connector set.

Max fence length where there is no vegetation:  15 km                                                                                                 
With normal vegetation: 5 km                                                                                                                               
With heavy vegetation:  1500 m

Stored energy:  2.7 joules                                                                                                                                       
Max output energy:  2.0 joules

CODE:  142200                                                                                                 
3 year warranty



P3500 ENERGISER
Multi-function energiser with up-to-date technology for either mains or 
battery power supply. This energiser has 6 levels of control, a 5-step fence 
and battery condition monitor; supplied complete with 12V connector cable, 
230V mains adaptor and fence and earth connector set.

Max fence length where there is no vegetation:  20 km                                                                                                 
With normal vegetation: 7.5 km                                                                                                                           
With heavy vegetation: 2.5 km

Stored energy:  4.5 joules                                                                                                                   
Max output energy:  3.0 joules

CODE:  142300                                                                                                
3 year warranty

P3800 ENERGISER
Multi-function energiser with up-to-date technology for either mains or 
battery power supply. Suitable for long fences with heavy vegetation.  This 
energiser has 6 levels of control, a 5-step fence and battery condition 
monitor and comes complete with 12V connector cable, 230V mains adaptor 
and fence and earth connector set.

Max fence length where there is no vegetation:  25 km                                                                                                 
With normal vegetation: 8.5 km                                                                                                                            
With heavy vegetation: 3 km

Stored energy: 6.4 joules                                                                                                                                           
Max output energy: 3.8 joules

CODE:  142400                                                                                                 
3 year warranty

P4500 ENERGISER
High power multi-function energiser with up-to-date Maxi-pulse technology 
for either mains or battery power supply.  Suitable for long fences where 
there is heavy vegetation. This energiser has a 10-step fence and battery 
control and comes complete with 12V connector cable, 230V mains adaptor 
and a fence and earth connector set.  Typically used for the control of:  cattle, 
horses, sheep and wild animals.

Max fence length where there is no vegetation:  30 km                                                                                                 
With normal vegetation: 10 km                                                                                                                               
With heavy vegetation: 5 km

Stored energy: 9.0 joules                                                                                                                                           
Max output energy:  6.0 joules

CODE:  145410                                                                                              
3 year warranty



P4600 ENERGISER - DIGITAL
High power multi-function energiser with up-to-date Maxi-pulse technology 
for either mains or battery power supply.  Suitable for long fences where 
there is heavy vegetation. This energiser has a 10-step fence and battery 
control and a digital display for monitoring the fence, earth and battery, and 
comes complete with 12Vconnector cable, 230V mains adaptor and a fence 
and earth connector set.  Typically used for the control of:  cattle, sheep, 
horses and wild animals.

Max fence length where there is no vegetation:  30 km                                                                                                 
With normal vegetation: 10 km                                                                                                                               
With heavy vegetation: 5 km

Stored energy: 9.0 joules                                                                                                                                     
Max output energy:  6.0 joules

CODE: 145450                                                                                                   
3 year warranty

P6000 ENERGISER - DIGITAL
Very high power multi-function energiser with up-to-date Maxi-pulse 
technology for either mains or battery power supply.  Suitable for long 
fences where there is heavy vegetation. This energiser has a 10-step fence 
and battery control and a digital display for monitoring the fence, earth and 
battery, and comes complete with 12V connector cable, 230V mains adaptor 
and a fence and earth connector set.  Typically used for the control of:  cattle, 
sheep, horses and wild animals.

Max fence length where there is no vegetation: 48 km                                                                                                   
With normal vegetation: 18 km                                                                                                                         
With heavy vegetation: 8 km

Stored energy: 20 joules                                                                                                                                           
Max output energy:  15 joules

CODE:  145602                                                                                                  
3 year warranty

P35 SOLAR POWER ENERGISER
Energiser with integrated 2.6 W solar panel and 12V/7Ah gel battery, for easy 
maintenance-free  operation of fences up to a maximum length of 1600 m. 
Typically used for the control of:  cattle, horses & general small-holdings

Max fence length where there is no vegetation: 1600 m

With some vegetation: 600 m

Stored energy: 0.20 joules 

Max Output energy: 0.15 joules

CODE: 140400                                                                                                   
3 year Warranty



P70 SOLAR POWER ENERGISER
Energiser with integrated 2.6 W solar panel and 12V/7Ah gel battery, for 
easy maintenance-free operation of fences up to a maximum length of 4 km. 
Typically used for the control of:  domestic pets and farm animals on small 
holdings and remote areas

Max fence length where there is no vegetation: 4 km

With some vegetation: 2 km

Stored energy: 0.63 joules

Max Output energy: 0.51 joules

CODE:  140600         
3 year Warranty

GALVANISED EARTH STAKES
An Earth stake is an essential part of the electric fence system and Patura 
recommend their Hot-Dipped galvanised stakes for this use. Each earth stake 
is supplied with a stainless steel locking screw for the best connection which 
will not rust. Studies show that over 80% of electric fencing systems have an 
inadequate earth. Make yours buck the trend!

0.6 MTR (FOR BATTERY ENERGISERS)
CODE: 161700

1 MTR (FOR MAINS ENERGISERS)
CODE: 161800

1.5 MTR (FOR MAINS ENERGISERS)
CODE: 161801

2 MTR (FOR MAINS ENERGISERS)
CODE: 161802

CIRCUIT BREAKER SWITCH
By installing a simple switch, one can effectively control a 
system and switch either on or off certain areas to prevent power 
being used on a fence which is not holding livestock. Thus 
enabling the maximum level of power on the fences 
which are being used.

STANDARD Model
Pack of 1          
CODE: 160701

TWO-WAY Switch
Pack of 1
CODE: 160702



LIGHTNING PROTECTOR
Patura highly recommend the use of a lightning protector to protect high 
power mains energisers from destructive damage by lightning. A lightning 
strike on the fence line will destroy an energiser. Patura warranty does not 
cover damage to energisers by lightning..

Pack of 1                                                                                                                                                
CODE: 164801

LEAD-OUT CABLE 
and UNDERGROUND CABLE
Typically lead-out cable is 1.6mm steel wire with a plastic insulation coating. 
Not suitable for uses over 50m long. Under ground cable is normally 
associated with a heavier 2.5mm steel cable with a heavy plastic coating for 
added protection against damage causing power loss. Normally a lead-out 
cable is run over ground.

1.6mm cable x 10mtr roll
Pack of 1                                                                                                                                                
CODE: 160910

1.6mm cable x 25mtr roll
Pack of 1                                                                                                                                                
CODE: 160925

1.6mm cable x 50mtr roll
Pack of 1                                                                                                                                                
CODE: 160950

2.5mm cable x 50mtr roll
Pack of 1                                                                                                                                                
CODE: 161050

2.5mm cable x 100mtr roll
Pack of 1                                                                                                                                                
CODE: 161060

2.5mm cable x 200mtr roll
Pack of 1                                                                                                                                                
CODE: 161070

12v WET BATTERIES
Wet batteries are a rechargeable power option and are very traditional with 
electric fence use. However with increasing costs and diffi culties surrounding 
the disposal of used batteries we fully recommend the use of mains power 
where possible. In some remote locations or where energisers have to be 
moved regularly a 12-volt power option is extremely convenient. 

85Ah Lead acid Leisure type battery
Pack of 1                                                                                                                                                
CODE: 133500



9v DRY BATTERIES
Dry batteries are a non-rechargeable power option and are very traditional 
with electric fence use. However with increasing costs and diffi culties 
surrounding the disposal of used batteries we fully recommend the use of 
mains power where possible. In some remote locations or where energisers 
have to be moved regularly a 9volt power option is extremely convenient. 
Typically a 90Ah battery can be expected to last approximately 90 days and a 
130Ah for 130 days etc.  An air alkaline model will last longer and give a more 
consistent discharge.

55Ah Zinc-Carbon Type
Pack of 1                                                                                                                                                
CODE: 151200

90Ah Zinc-Carbon Type
Pack of 1
CODE: 151300

130Ah Zinc-Carbon Type
Pack of 1
CODE: 151400

175Ah Super Air-alkaline Type
Pack of 1
CODE: 191500

ROTATING WIRE TENSIONER                                                                                                                                     
A rotating wire tensioner enables the tightening of wires easily without 
cutting them. The tensioner is inserted on the wire at any place on the fence. 
A wire tensioning handle is attached and the tensioner is turned round its 
own axle until the correct fence tension is reached; the cotter pin is then 
installed, and the tensioner handle removed. If necessary, the wire can be 
re-tightened or released at any time. Due to its light weight, the tensioner 
hangs lightly on the wire.  This product can be also used extensively on non-
electrifi ed wires, if required. 

Pack of 3                                                                                                                                                
CODE: 164303

Box of 25                                                                                                                                               
CODE: 164325

WIRE TENSIONER HANDLE
Galvanised handle for operating the rotating wire tensioner (sold separately).

CODE: 644000



WIRE STRAINER WITH INSULATOR 
WITH WIRE ROPE LOOP
For the easy tightening and fastening of live wires to tension posts up to 
20cm diameter, no need for knots to be tied into the wire.

Pack of 2                                                                                                                                                
CODE: 164621

WIRE STRAINER WITH INSULATOR 
For easy ratchet tensioning of live wires at the end of the fence line.                                                                              

Pack of  1                                                                                                                                                
CODE: 164610

Pack of 10                                                                                                                                               
CODE: 164612

ELECTRIC FENCE PLIERS
Standard design; with hammer and wire cutter. Cushion grip handles. Superior 
quality steel

CODE:  152201

CROCODILE PLASTIC CLIPS
Standard design; Crocodile clips for earth and fence connections from battery 
energisers. Not recommended for use with mains powered energisers

2-pack (Red and Green Clips with connecting wire)
CODE:  101001

Pack of 1 (Red Clip with connecting wire)
CODE:  100301

Pack of 1 (Green Clip with connecting wire)
CODE:  100601

FENCE LEAD CONNECTOR FOR ROPE
Simple design; Stainless steel joiner can be clamped to rope for perfect 
connections from battery energisers. 

Pack of 1 (Red Lead with connecting clamp and probe)
CODE:  100701



FENCE LEAD CONNECTOR FOR TAPE 
Simple design; Stainless steel joiner can be clamped to any width of tape for 
perfect connections from battery energisers. 

Pack of 1 (Red Lead with connecting tape clamp and probe)
CODE:  170601

FENCE CONNECTING CABLE FOR TAPE 
Simple design; Stainless steel joiner can be clamped to any width of tape 
for perfect connections between two line of tapes on a fence. Its role is to 
connect the power from one line to another, typically used when tapes are 
connected to post and rail fences. We recommend a connecting clamp is used 
every 100m

Pack of 1 (Red Lead with two connecting tape clamps)
CODE:  170401

FENCE TESTERS
A fence tester is a useful tool for measuring the power level on an electric  
fence. The reading displayed or indicated is voltage. Typically an electric fence 
with a power output of less than 2000volts will be ineffective. In order to 
measure the current place the instrument connection on the fence and 
the probe end (at the end of the cable) into the ground. A reading will be 
displayed.

REMEMBER: Electric fence circuits are very different to domestic and 
commercial electric circuits. High voltage is essential for good electric fences, 
but as the current is pulsed the shock received by touching a fence is safe. 
Electric fences work by triggering refl ex muscles not by causing pain. 

DIGITAL VOLTMETER
Pack of 1
CODE:  150302

FENCE TESTER (8 Neon light indicator levels)
Pack of 1

CODE: 150002

ELECTRIC FENCE WARNING SIGN 
Simple plastic design with internationally recognised symbols. We recommend 
that they are installed at least every 100m or every 50m where an electric 
fence abuts a road or public right of way.

Pack of 1 
CODE:  160003



HIPPOWIRE
Highly visible, super conductive wire for permanent equestrian fences; its 
design provides minimal risk of injury to horses. 2.5mm steel wire, sheathed 
in conductive carbon plastic makes this product suitable for very long fences.  
10 year warranty.

Length: 304 m                                                                                                                                                
Width:  7mm dia.

                                                                                                                                                
Colour:  white                                                                                                                                            
CODE: 190400

Colour: brown  
CODE: 190410   

STRANDED WIRE
Galvanised 7ply stranded metal, 1.5mm diameter.

200m roll                                                                                                                                             
CODE: 108100    

500m roll                                                                                                                                             
CODE: 108200  

ALUMINIUM WIRE
Very high conductivity (4 times greater than plain steel wire), lightweight, 
1.8mm diameter.  Aluminium wire is exceptionally good for the control of 
outdoor pigs and for keeping out wildlife such as rabbits, badgers, foxes and 
deer. The product is very durable and easily installed by hand.

400m roll                                                                                                                                             
CODE: 191700

TORNADO XL POLYWIRE
Premium highly conductive polywire for use on long fences where power 
losses are likely.  Suitable for all livestock. White-red, with 3 copper strands 
0.30mm diameter and 8 stainless steel strands 0.20mm diameter.

This product has a 5-year manufacturer’s anti-UV warranty.

200m roll                                                                                                                                             
CODE: 181001

400m roll                                                                                                                                             
CODE: 181101



TORNADO POLYWIRE
This highly conductive polywire is very strong and fl exible and can be used 
for effective control of cattle and sheep. 

Colour: White-orange, with 1 copper strand 0.3mm diameter and 5 stainless 
steel strands 0.2mm diameter. This product has a 5-year manufacturer’s anti-
UV warranty.

200m roll                                                                                                                                             
CODE: 180501

400m roll                                                                                                                                             
CODE:  180601

COMPACT POLYWIRE
Versatile polywire for all general purpose use. Not recommended for use 
with sheep. 

Colour: White-green with 6 stainless steel strands 0.20mm diameter. This 
product has a 3-year manufacturer’s anti-UV warranty.

200m roll                                                                                                                                             
CODE: 180100

400m roll                                                                                                                                             
CODE:  180200

STANDARD POLYWIRE
Light duty polywire for short temporary fences. 

Colour: Yellow-orange, with 3 stainless steel strands 0.16mm diameter.

250m roll                                                                                                                                             
CODE: 180000

 

TORNADO XL POLYROPE
Premium quality polyrope, suitable for use over long distances for the control 
of sheep. Super conductivity due to copper wires woven in.  Colour: White-
red with 3 copper strands 0.3mm diameter and 8 stainless steel strands 
0.2mm diameter. This product has a 5-year manufacturer’s anti-UV warranty.

200m roll                                                                                                                                             
CODE: 183001



TORNADO POLYROPE
This excellent conductive rope will withstand heavy vegetation including 
nettles. Use with off-set insulators and attach to post and rail fences. 1 
copper strand 0.3mm diameter and 5 stainless steel strands 0.2mm diameter. 
Polyrope does not catch in the wind, making it very durable. Easy to install. 
Overall diameter 6mm

This product has a 5-year manufacturer’s anti-UV warranty.

200m roll:  White-orange                                                                                                                                     
CODE: 182501

500m roll: White-orange 
CODE:182601

200m roll:  Brown                                                                                                                                            
CODE:  182511

COMPACT POLYROPE
General purpose polyrope for use with horses. Ropes do not catch in the 
wind like polytape does making this product very popular Colour: White, with 
6 stainless steel strands 0.20mm diameter. Overall diameter 6mm

This product has a 3-year manufacturer’s anti-UV warranty.

200m roll                                                                                                                                             
CODE: 182000

TORNADO XL POLYTAPE                                                                                                                                         
     

Premium quality polytape for the horse lover and professional user 
establishment. Product carries a 5-year manufacturer’s anti-UV warranty. 
Copper conductors allow for longer distances and will combat vegetation.

12.5mm                                                                                                                                       
White-red with 2 copper strands 0.3mm diameter and 5 stainless steel 
strands 0.2mm diameter
200m roll                                                                                                                                             
CODE:  185501

20mm                                                                                                                                                  
White-red with 2 copper strands 0.3mm diameter and 6 stainless steel 
strands 0.2mm diameter
200m roll                                                                                                                                             
CODE: 187001

40mm                                                                                                                                                  
 With 3 copper strands 0.3mm diameter and 11 stainless steel strands 
0.16mm diameter

200m roll, White-red.                                                                                                                                       
CODE: 189501

200m roll, Brown.                                                                                                                                           
CODE:  189511



TORNADO  POLYTAPE                                                                                                                                         
         

We always recommend the use of superior tapes such as our Tornado range 
as it has far greater effectiveness and will resist power loss. Always use 20mm 
or 40mm tape with young horses. Excellent value for money, this product has 
a 5-year manufacturer’s anti-UV warranty. 

12.5mm                                                                                                                                         
With 1 copper strand 0.3mm diameter, and 4 stainless steel strands 0.2mm 
diameter.  
200m roll, White-orange.                                                                                                                                    
CODE: 185001

20mm                                                                                                                                                  
With 1 copper strand 0.3mm diameter and 5 stainless steel strands 0.2mm 
diameter. 
200m roll, White-orange.                                                                                                                                    
CODE:  186501

38mm                                                                                                                                                  
1 copper strand 0.30mm diameter & 11 stainless steel strands 0.16mm 
diameter. 

200m roll, White-orange.                                                                                                                                    
CODE:  189001

200m roll,  Brown.                                                                                                                                           
CODE:  189101

COMPACT POLYTAPE  
Best product for retaining horses and ponies. Use wider tapes (20mm and 
40mm) for young stock.  If the fence is a temporary division of a paddock, 
ensure that the tape is adequately fastened at each end.  Support with 
polyposts.  This product has a 3-year manufacturer’s anti-UV warranty.

10mm                                                                                                                                                  
 White-green with 6 stainless steel strands 0.16mm diameter.
200m roll                                                                                                                                             
CODE: 184200

20mm                                                                                                                                                  
White-green with 6 stainless steel strands 0.16mm diameter
200m roll                                                                                                                                             
CODE:  186100

40mm                                                                                                                                                  
White-green with 8 stainless steel strands 0.16mm diameter
200m roll                                                                                                                                             
CODE:  188500

STANDARD POLYTAPE                                                                                                                                        
Economy polytape for use in varying applications including cattle and goats. 
Not recommended for young horses. White, with 4 stainless steel strands 
0.16mm diameter.

10mm x 200m
White                                                                                                                                            
CODE: 184400



PORCELAIN STRAIN INSULATOR
End insulator for permanent installation of high tensile wire. Original quality, 
10-year manufacturer’s warranty.

Pack of 3                                                                                                                                                
CODE:  169203

Bag of 10                                                                                                                                               
CODE:  169210

Bucket of 50                                                                                                                                               
CODE:  169250

SUPER STRAIN INSULATOR
End insulator for permanent high tensile wires. The fi breglass-reinforced 
plastic will withstand many years of high tensile use.

Pack of 6                                                                                                                                                
CODE:  167806

Bag of 25                                                                                                                                               
CODE:  167825

Bucket of 100                                                                                                                                              
CODE:  167860

STRAIN INSULATOR
Economy end insulator for polywire and light duty work.

Pack of 6                                                                                                                                                
CODE:  167706

Bag of 25                                                                                                                                               
CODE:  167725

Bucket of 100                                                                                                                                              
CODE:  167760

PERMANENT FENCE INSULATOR FOR 
WIRE
Solid, UV resistant plastic insulator, mount using staples. Product comes with 
10-year manufacturer’s warranty.

Bag of 25                                                                                                                                               
CODE:  167325

Bucket of 125   (contractor pack size)                                                                                                                                            
CODE:  167362



PERMANENT FENCE INSULATOR FOR 
ROPE AND HIPPO WIRE
Solid, UV resistant plastic insulator; fi x using screws or nails.

Pack of 25 
White
Code 168325 

Pack of 25
Black
Code 168425

UNIVERSAL INSULATOR
With wood screw thread.  For polytapes up to 20mm or polyrope.
Shaft diameter 6mm; Colour: black.

Pack of 25
Code 127325 

RING INSULATOR FOR POLYWIRE
With wood screw thread, can be screwed to wood by hand or by using the 
fast fi xing tool 158901

Shaft diameter 6mm; Colour: black.

Bag of 25
Code: 101725 

Bucket of 100
Code: 101760 

SCREW ADAPTER
Drill attachment for fast fi xing 
of ring insulators.

Code: 158901



PULLEY CORNER INSULATOR FOR 
POLYWIRE & ROPE
Pulley wheel allows wire or rope products to be tensioned without any 
friction. For use on ends and on corners; Colour: black.

With wood screw thread.  
Pack of 6
Code: 102206 

With metric M8 thread. 
Pack of 6
Code 104206 

INSULTUBE INSULATOR
Traditional tube method. Slide insulator onto wire prior to fi xing to the posts. 
Generally used with high tensile wire. Fix to wood posts using 40mm staples 
(Not supplied)

Pack of 100
Code: 161410

SMALL NAIL-ON INSULATOR
Traditional nail-on economy insulator method. Generally used with steel wire. 
Fix to wood posts using integrated nail. Note: The insulation value of this type 
of insulator is poor. 

Pack of 100
Code: 101110 

UNIVERSAL ROUND-ROD INSULATOR
UV resistant, solid plastic insulator; height adjustable; for posts up to 16mm 
diameter. Suitable for polywires and polytape up to 12.5mm; Colour: black.

Pack of 25
Code: 165625 



TORNADO INSULATOR FOR POLYTAPE 
TENSIONING
Sturdy plastic rugged line insulator; moulded rubber inserts for protective 
clamping of polytapes up to 40mm; black. Nail or screw to wood posts.

Pack of 20
Code: 166920 

LINE INSULATOR FOR POLYTAPE
With wood screw thread; for tapes up to 40mm; shaft diameter 6mm; black. 
Recommended use every post for best results

Pack of 25
Code: 127625

CORNER INSULATOR FOR POLYTAPE
Sturdy plastic corner insulator for polytape up to 40mm; clamps the tape 
securely between 2 ribbed faces; black. Fix to wood post

Pack of 3
Code: 167003 

STRAIN AND CORNER INSULATOR FOR 
POLYTAPE
Sturdy plastic insulator with stainless steel connector plate for polytape up to 
40mm; multiple applications, can be used to attach a gate handle; black. Fix to 
wood post using screws (Not supplied)

Pack of 3
Code: 167103 

CORNER INSULATOR FOR POLYTAPE
Sturdy corner insulator with 2 stainless steel tape buckles to attach polytape 
up to 40mm. Best method for holding wide tapes. Fix to wood post using 
screws (Not supplied)

Pack of 3
Code: 168003



OFFSET RING INSULATOR FOR POLYWIRE
With wood screw thread and long metal shaft (20cm).

Pack of 10
Code: 101610 

UNIVERSAL OFFSET INSULATOR
With long metal shaft (18cm); for polytape up to 20mm and polyrope.

With wood screw thread

Pack of 10
Code: 127410 

With metric M6 thread
Pack of 10
Code 127710 

OFFSET PIGTAIL INSULATOR 
Round steel bar with an insulated plastic pigtail shaped loop; for use with 
polywire, ropes and polytape. These insulators are typically used on post and 
rail fences or where it is necessary to hold the electric conductor away from 
the rails or barbed wire for instance.

Lengths 25cm and 40cm – secure with 1 staple onto wooden post.

Pack of 5
Code: 166105    25cm long 

Pack of 5
Code: 166205    40cm long 

80cm long; two-sided - secure with at least 2 staples onto top of post.
Pack of 5
Code: 166505 



HEAVY DUTY PLASTIC POST
Robust, fully insulating plastic post with metal spike and double foot tread.  
Suitable for all Polywires, polyrope and polytape up to 40mm.

Pack of 10
White; 73cm (fence height 55cm); 5 wire holders
Code 163310 

Pack of 10
Green; 73cm (fence height 55cm); 5 wire holders
Code: 163320 

Pack of 10
White; 105cm (fence height 85cm); 7 wire holders
Code: 163710 

Pack of 10
Green; 105cm (fence height 85cm); 7 wire holders
Code: 163720 

Pack of 10
White; 155cm (fence height 130cm); 8 wire holders
Code: 163810 

PLASTIC STIRRUP POST
Robust; fully insulating plastic post with metal spike and strong stirrup 
insertion step.

Suitable for 20mm & 40mm polytape, polyrope and for polywire.

Pack of 10
White; 115cm (fence height 90cm); 6 wire holders
Code 163510 

Pack of 10
White; 155cm (fence height 130cm); 8 wire holders
Code 163610 

Pack of 10
Green; 155cm (fence height 130cm); 8 wire holders
Code 163630 

FIBREGLASS POST
Made of fi breglass strengthened polyester resin of almost unlimited life; 
adjustable step and metal tip; dia. 10mm.

Pack of 10
115cm (fence height 90cm)
Code 111510 

Pack of 10
160cm (fence height 135cm)
Code 116010 



SPRING STEEL POST WITH PIGTAIL 
INSULATOR
Galvanized round post with large pigtail insulator; 100cm (fence height 84cm); 
dia. 7mm; welded-on step with tread plate. Very heavy duty.

Pack of 10
Code: 164210 

SPRING STEEL POST WITH PLASTIC 
LOOP INSULATOR
100cm (fence height 80cm); oval; painted orange. Economy version.

Box of 25
Code: 106300

ELECTRIC SHEEP FENCE NETTING 
• Clip for optimum connection
• Double spike for easy ground insertion
• Firmly welded joints

Height: 106 cm; length: 50m; with double spike.
Code: 110600

Spare post 
106 cm, with double spike
Code: 110601

ELECTRIC RABBIT FENCE NETTING 
• Clip for optimum connection
• Double spike for easy ground insertion
• Firmly welded joints

Lean the fence in the direction from which the rabbits are likely to approach.

Height: 65cm; length: 50m; with double spike.      
Code: 106500                                                                                                                                  

Spare post
65 cm, with double spike.
Code 106501



ELECTRIC POULTRY FENCE NETTING
• Clip for optimum connection
• Double spike for easy ground insertion
• Firmly welded joints

Height: 112 cm; length: 50m; with double spike.
Code: 111200

Spare post
112cm, with double spike
Code: 111201

BASIC POULTRY NETTING KIT
• Boxed kit
• 3-year manufacturers warranty on all parts
• Clip for optimum connection
• Double spike tread-in posts
• Firmly welded joints
• Assembly instructions
• 6-volt low power P10 energiser
• Batteries included
• Free Fence tester

Net Height: 112 cm; length: 50m; with double spike.
Code: PK00001

PREMIUM POULTRY NETTING KIT
KEEP OUT THE FOX WITH THIS PACK

• Boxed kit
• 3-year manufacturers warranty on all parts
• Clip for optimum connection
• Double spike tread-in posts
• Firmly welded joints
• Assembly instructions
• Powerful P2 dual-power energiser
• Low maintenance
• Can be connected to mains or 12v battery
• Free fence tester

Net Height: 112 cm; length: 50m; with double spike.
Code: PK00002

HAND REEL SUPPORT POSTS 
Use to build a multi-line temporary systems in conjunction with the Standard 
Reel – 500 or the Geared reels

Galvanised post with fi xed position clamps to hold 3 reels
Code: 633001

Galvanised post with fi xed position clamps to hold 4 reels
Code: 632001



METAL CORNER POSTS SUPER
Use to build a multi-line temporary systems use in conjunction with the bolt 
on pulley or ring insulators (details on request)

0.85m Galvanised post with 6 fi xed-position pre-drilled holes
Code: 104500

1.35m Galvanised post with 8 fi xed-position pre-drilled holes
Code: 104600

REEL - SPECIAL 600 – WITH REDUCTION 
GEARING 3:1
With rapid winding mechanism, carry handle, mounting hook, wire guide and 
tensioning device; will hold up to 600m of polywire. One turn of the handle 
will wind the reel three times.

Code: 161301

REEL - STANDARD 500
With carry handle, mounting hook, and tensioning device; will hold up to 
500m of polywire.

Code: 161001

REEL - UNIVERSAL
With plastic handle and hanging hook; also suitable to fasten to the standard 
mounting post. Tensioning fi xture with locking ratchet; will hold up to 800m 
of polywire.

Code: 161002

HAND REEL WITH LOCK
Economy version reel wiith carry handle and hook for attachment to fence 
wire.  Ideal for dividing paddocks.

Holds up to 300m of polywire. 
Code: 105200



RETRACTABLE ROLLER GATE
For fast installation of fl exible gates and partitions on pastures, drive paths, 
passage ways and paddocks. The rope or tape retracts automatically and is 
protected inside the housing.  Mounting parts and gate handle are included.

With 6m polyrope
Code: 641301

With 6m, 35mm polytape
Code: 641302

With 15m polyrope
Code: 641304

With 15m, 35mm polytape
Code: 641305

ELECTRICAL DRIVE-THROUGH GATE 
Consists of 2 conductive fi breglass rods, 2 hinges 
and insulated connecting cable.  

For opening Width: 360cm
Code: 641400

For opening Width: 500cm
Code: 641410

SPRING GATE SET 
Set extends to 5m wide.  Complete with gate handle, spring, gate handle 
insulator and ring insulator.  (NOT SUITABLE FOR USE WITH HORSES)

Standard
Code: 164001

ROPE GATE SET
Complete with gate handle, insulators and elastic current-conducting bungee 
rope.  Ideal for use with horses. Stainless steel fi ttings.

With elastic rope to extend to gateway of 3m – 5m
Code: 641201

TAPE GATE SET
Complete with gate handle, insulators and elastic current-conducting 
polytape.  Ideal for use with horses. Stainless steel fi ttings.

With polytape for gate openings up to 5m wide.
Code 641001



GATE HANDLE INSULATOR – STANDARD
Colour: Black; with wood-screw thread and 2 eyelets.

Pack of 4
Code: 102504

GATE HANDLE INSULATOR – 3-WAY 
Colour: Black; hot-dip galvanised plate, attachment screw for high voltage 
cable and 2 wood screws.

Pack of 4
Code: 102604 

GATE HANDLE
Colour: Black; with hook and internal tension spring.

Code: 639100

HEAVY DUTY GATE HANDLE 

Colour: Orange; with wide protective plastic shield, stainless steel hook and 
spring.

Code: 639400

PLATE CONNECTOR CLIP
Use to connect gate handle to wide tapes. Note: Never tie tapes to handles 
with a knot as this will damage the tape and reduce the effectiveness of the 
fence 
Code: 639800

TAPE JOINER BUCKLES 
10mm - 12.5mm 
Pack 5                                               
CODE: 103305                                          

20mm 
Pack 5 
CODE: 103405 

40mm 
Pack 5 

CODE: 103505



ROPE JOINER                                       
For Polyropes up to 6mm diameter    
CODE: 103205

BASIC STARTER KIT 1
(with 105cm posts, will fence approximately 100m)

This pack comprises everything you need to divide 
a paddock, or simply fence off an area for horses and 
ponies. Extra posts and tape can be added if desired to 
a maximum fence length of about 800m.

Pack contains a roll of 10mm tape x 200m long for 
this purpose. Each plastic polypost has clips to hold the 
polytape in position at the desired height. The energiser 
unit is designed to run from 2 x D-cell batteries and 
includes a 3-year manufactures warranty.

Code: 201100

BASIC STARTER KIT 2
 (with 155cm posts, will fence approximately 100m)

This pack comprises everything you need to divide 
a paddock, or simply fence off an area for horses and 
ponies. Extra posts and tape can be added if desired to 
a maximum fence length of about 800m.

Pack contains a roll of 10mm tape x 200m long for 
this purpose. Each plastic polypost has clips to hold the 
polytape in position at the desired height. The energiser 
unit is designed to run from 2 x D-cell batteries and 
includes a 3-year manufactures warranty.

Code: 201101

PREMIUM KIT 1
BOXED KIT SUITABLE FOR RESTRAINING HORSES AND 
PONIES

• Boxed kit
• 3-year manufacturers warranty on all parts
• Includes Instructions
• 20 posts 3ft tall (105cm)
• Medium power P30 energiser
• 2 x Tape gate sets
• 20mm x 200m polytape
• Gate handle
• 2 x End & 3 x corner insulators
• Warning sign
• Free Fence tester

Code: 201200



PREMIUM KIT 2
BOXED KIT SUITABLE FOR RESTRAINING 
HORSES AND PONIES

• Boxed kit
• 3-year manufacturers warranty on all parts
• Includes Instructions
• 20 posts 4ft tall (155cm)
• Medium power P30 energiser
• 2 x Tape gate sets
• 20mm x 200m polytape
• Gate handle
• 2 x End & 3 x corner insulators
• Warning sign
• Free Fence tester

Code: 201201
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